FIXTURE  ARM
BANNER ARMS
STREET SIDE
FLAGHOLDER

&

1687 DIA, DIAMOND. PATTERN BOLT CIRCLE
WITH 1* X 80" LONG ANCHOR BOLTS

2o

CAST ALUMINUM HANGSTRAIGHT

ACCESS DOOR

XTURE 16" DIA. DIAMOND PATTERN BOLT CIRCLE
2} ARM - - P

BANNER . ARMS WITH 17 X 60" LONG ANCHOR. BOLTS
STREET SIDE

FLAGHOLDER

FIXTURE - COUPLING

DIE CAST ALUMINUM FIXTURE HOUSE
WITH TOOL LESS ENTRY TO LAMP AND BALLAST

RiPPLED DR ACRYLIC LENS VJTH H\'DRO FORM
REFLECTOR. SEALED C. ASSEMBLY- CARRIES
IPSG RA'I'I G

400 WATT MHP, ‘MULTITAP, WIRED TO' 240 VOLT
MOGUL SOCKET

SEE DRAWING SC10318 FOR FIXTURE DETAILS

NOTE:
ALL LUMINAIRES IN THE PROPOSED LIGHTING PLANS
ARE 400 WATT, METAL HALIDE

30~FT MOUNTING HEIGHT

TEXTURED. BLACK FINISH

FLAGHOLDER FOR 1" DIA. FLAG ROD

219"

CAST ALUMINUM HANGSTRAIGHT
FIXTURE -COUPLING

DIE CAST ALUMINUM_FIXTURE HOUSE
WITH TOOL LESS ENTRY TO LAMP AND BALLAST

RIPPLED DR ACRYLIC LENS WiTH HYDRO FORM
FLECTOR. SEALED OPTIC ASSEMBLY CARRIES
IPBB RAHNG

400 WATT MHP, MULTITAP, WIRED' TO 240 VOLT
MOGUL S0

SEE DRAWNG SC10316 FOR FIXTURE DETAILS

NOTE:
ALL LUMINAIRES IN THE PROPOSED LIGHTING PLANS
ARE 400 WATT, METAL HALIDE

30-FT MOUNTING HEIGHT

TEXTURED BLACK FINISH

FLAGHOLDER FOR 1™ DIA. FLAG ROD

15 AMP, DUPLEX GF1 RECEPTACL
WITH IN USE, WEATHERPROOF ODVER

(2)BREAKAWAY BANNER ARM SETS FOR 24" X 48" BANNERS
1" BANNER ARMS FOR BANNERS BY OTHERS

POLE DESIGN FOR AASHTO 2001 STANDARDS
FOR 90 MPH WIND ZONE AND 3 SECOND GUST.
50 YEAR MINIMUM DESIGN UFE

5" DIA. STRAIGHT FLUTED ALUMINUM POLE SHAFT
'A{?JOH Itvd,UAhL THICKNESS, 60681-T6 STRUCTURAL GRADE

POLE WELDED FOR SINGLE UNIT CONSTRUCTION

ACCESS DOOR SECURED WITH STAINLESS
STEEL ALLEN HEAD SCREWS

20" DIA. BASE, 1.00 FLOOR THICKNESS

4 ANCHOR BOLTS AND ONE GROUND LUG
SEE DRAWING SC10314 FOR POLE BASE DETAILS

15 ‘AMP, DUPLEX (GF1 RECEPTACLE

TH IN USE;, WEATHERPROOF COVER

\Z)BREAKAWAY BANNER. ARM SETS FOR 24" X 48" BANNERS
™ BANNER ARMS FOR BANNERS BY OTHERS

FOLE DESIGN FOR AASHTO 2001 STANDARDS
90 MPH WIND ZONE AND 3 SECOND GUST.
50 YEAR MINIMUM DESIGN LIFE

POLE HEIGHTS HAVE A TOLERANCE OF + OR — 2°

5" DIA. STRAIGHT FLUTED ALUMINUM POLE SHAFT
A{E’Uedlw THICKNESS, 6061-T6 STRUCTURAL GRADE

POLE WELDED FOR SINGLE UNIT CONSTRUCTION

ACCESS DOOR SECURED WITH STAINLESS
STEEL ALLEN HEAD SCREWS

20" DIA. BASE, 1.00 FLOOR THICKNESS
4 ANCHOR BOLTS AND ONE GROUND LUG

SEE DRAWING SC10314 FOR POLE BASE DETALS

POLE HEIGHTS HAVE A TOLERANCE OF + OR — 27
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